
Chargers - Battery Alarm
Mobility Power you need, whenever and wher ever you go



 

Blue Power charger

4-Stage intelligent 
Battery Charger

With automatic
Battery Management

Victron Battery Alert

The simple solution 
for a long battery life 

Charge Characteristic

About Victron Energy

During the last 30 years, Victron Energy has built an international reputation in technical innovation, 

reliability and build quality. Our aim is to provide reliable power supply, anytime and anywhere. 

With this key drive, Victron Energy has become world quality leader in independent electric power.

Blue Power Battery Charger  



Extremely rugged and simple to use 
‘connect and forget’ charger

- Compact and lightweight plastic housing
- Silent and temperature controlled fan assisted cooling
- Operates with any available input voltage, from 90 Volt 
   up to 250 Volt
- XLR- plug specifically for connection to a scooter
 - Only two LED indicators: ‘charge’ and ‘on’
- ‘Connect and forget’ functionality thanks to 4-stage charge 
    characteristic with Storage Mode: see below

Adaptive 4-stage charge characteristic

The Blue Power charger features microprocessor controlled ‘adaptive’ 
battery management. The ‘adaptive’ feature will automatically optimise 
the charging process to the state of charge of the battery. The Blue 
Power charger can therefore be connected to fully discharged, partially 
discharged as well as fully charged batteries.

Less aging when the battery is not in use: 
the Storage Mode

The Blue Power charger can be left connected to the battery for months 
or even years. After 24 hours the charger will automatically switch to a 
very low voltage, as if disconnected from the battery. Once a week the 
voltage is raised back to the absorption level to ‘equalize’ the battery. 
This ‘Storage Mode’ prevents accelerated corrosion of the positive plates 
due to continuous ! oat charging as well as sulphation due to insuf" cient 
charging.

Blue Power charger 
XLR Class II

24/8

Input voltage range 90-250 VAC

Frequency 45-65 Hz

Charge voltage ‘absorption’ 28,8 V

Charge voltage ‘float’ 28 V

Charge voltage ‘storage’  26,4 V

Charge current (A) 8 A

Charge characteristic 4-stage adaptive

Recommended battery 
capacity

30 to 80 Ah

Protection Battery reverse polarity
Output short circuit   Over temperature

Operating temp. range -20 to +60°C (full rated output up to 40°C)

Humidity (non condensing) Max 95 %

ENCLOSURE

Material & Colour ABS (blue RAL 5012)

Battery-connection Cable of 1,5m with male XLR connector

230 V AC-connection   Cable of 2m with class II “Euro”plug (CE 7/16)

Protection category IP 21, Class II

Weight 1,34 kg

Dimensions (h x w x d) 232 x 94 x 64 mm

STANDARDS

Safety EN60335-1, EN60335-2-29, EN12184, ISO7176-14

Emission EN60601-1-2, EN61000-3-2, EN61000-3-3,
EN61000-6-3, EN55022, EN55014-1

Immunity EN60601-1-2, EN61000-6-2, EN55024, EN55014-2

A fully automatic charger for 24 V battery systems
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