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Country Approved License No. Marking 

Germany  VDE  40016757,40016237,40018618,113158  

China CCC  A005041  

Holand KEMA  
2077696.02,2077696.03,2077696.01,2082562.01, 

2080237.01  

Austria  OVE  
06324-002-04,16324-003-04,16324-005-03, 

16324-006-03,16324-007-03  

Switzerland  SEV,+S  02.1512,02.1511,05.0317,05.0318,5851,117667  

Denmark Demko  
307853,307854,307851,309744-01,307846, 

309743-01,513595  

Sweden  Semko  510802,510801,510799,510804,510803,510805 

Norway Nemko  
P05204436,P05204593,P05204438,P05204437, 

P05204439,P05204441,P05204440,P05205022  

Finland Fimko  
11254 A1,11260 A1,11264 A1,11265 A1, 

11266 A1,15159 A1,15160 A1,21766  

Belgium  CEBEC  10703/4,10703/3,14273  

Australia 
Gueensland 

Government 
Q98250  

Korea KETI  
HU01010-4002A,HU01010-4003A,HU01013- 

5001A,HU01013-5002A  

Brazil UCIEE  MC,FCV10515--MC,FVC-10519  

Cable-H05RN-F 
Approved and Marking: 

Product Description 

Operating temperature:-35degree--

+90degree(H05BN4-F) Rated voltage:300/500V.  

 

Ethylene-propylene rubber insulation.  

Chlorinated polyethylene rubber jacket.  

 


